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       FEATURES AND ADVANTAGES OF MODEL XL-80 SPA CD OZONATOR

· ONLY ALL-IN-ONE SPA OZONE SANITATION SYSTEM. LOWER LABOR INSTALLATION & MATERIAL COSTS THAN SEPARATE COMPONENTS.
· INTEGRATED INJECTOR WITH THIRTY PERCENT (30%) GREATER MASS TRANSFER.
· BUILT-IN CHECK VALVE AND BACKFLOW PREVENTION (DUAL CV DESIGN). REDUCES PRODUCTION MISTAKES. CV AND LOOP NEVER MISSING OR INSTALLED IMPROPERLY.

· 100-240VAC 50/60HZ AUTO-SENSING UNIVERSAL POWER SUPPLY. REDUCES INVENTORY “SKU” MANAGEMENT SYSTEM.
· EASY RETROFIT/REPLACEMENT DUE TO “PLUG N PLAY” FEATURE. AFTER-MARKET BENEFITS.
· GREEN LED INDICATOR, REPRESENTING TRUE OZONE PRODUCTION.
· ADVANCED MICRO CD OZONE CELL TECHNOLOGY. COMPACT IN SIZE, LESS HEAT, MORE EFFICIENT OZONE PRODUCTION.

· MINIMIZES NITRIC ACID BY-PRODUCT DOWNSTREAM.

· ACCURATELY SIZED FOR ALL SPA APPLICATIONS.
.
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       FEATURES AND ADVANTAGES OF MODEL XL-80 SPA CD OZONATOR

                                                      (CONTINUED)
· VARIABLE OUTPUT 50-100MG. FACTORY SET TO CUSTOMER SPECS
· REPLACEABLE COMPONENTS: INJECTOR, POWER SUPPLY, OZONE CELL, CHECK VALVES.

· RUGGEDIZED COMPONENTS: STAINLESS STEEL, POTTED 

            ELECTRONICS, DURABLE ENCLOSURE, AND OZONE RESISTENT
· CHECK VALVES (2): POLYPROPYLENE CONSTRUCTION WITH TEFLON SEAL AND STAINLESS SPRING.

· UL/CE LISTED.
· COMPATIBLE WITH MULTIPLE POWER CORDS.
· 2-YR REPLACEMENT WARRANY.

· PRIVATE LABEL OFFERING.

· AVAILABLE NOW.
